
INSTALLATION and 
OPERATING INSTRUCTIONS
FEEDO
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  Component parts
Feedo and Feedo HZ consists of different parts that can be  
combined to create a pellet transporter to meet your demands.
Restrictions Feedo (1 motor):
- max. 2 x bends
- max. total length coil spring 5 metres
- max. rise 45˚

Pos. Part no. Designation
  1.  1360  Pipe 75 mm black
  2.  1355  Outlet section Feedo
  3.  8143  Screw T6SS M6 x 20
  4.  1117  Flange bearing to pellet auger
  5.  1365  Shaft Feedo
  6.  1428  Motor to screw 25 W 180:1
  7.  8103  Nut M6M M8 FZB
  8. 1512 Split switch
  9. 8174 Screw RXS 3,5 x 19 FZB
10. 1511 End sleeve to pipe 75 mm
11.  8189  Låsmutter Nyloc M6 FZB
12. 1433 Shaft adjuster Depo
13. 1432 Coil spring Ø53
14. 1439 Hook to coil spring
15. 1507 T-pipe diameter 75 PVC
16. 1514 Outlet short Feedo
17.  1363  Coil spring Feedo Ø36
18.  1364  Throat screw
19.  8146  Screw RXS 4,2 x 9,5 FZB
20.  1369  Hose, blue, 70 mm diameter
21.  1361  Bend 90° 75 mm black
22.  1362  Bend 45° 75 mm black
23.  8179  Screw RXS 3,5 x 6,5 FZB
24.  1372  Joint sleeve 75 mm black

Accessories
 Part no. Designation
 1366  Motor incl. Gear 90:1 (This motor is used when a  
  50 kW or greater burner is to be connected)
 1127 Apparatus cable reel with stripped end
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  Installing
The following installation method applies to the example below.

1.  Insert the horizontal pipe (1) into the outlet section (2).  
Push in towards the mechanical stop. Secure the pipe with the  
supplied screw (19).

2. Insert the pipe (1) into the 
sleeve of the bend (22) in 
the direction of the trans-
portation. If the joint sleeve 
(24) must be used, the joint 
must be in the middle of joint 
sleeve. 

 The ends of the pipes must 
be connected to prevent pel-
lets from becoming jammed 
on a ledge.

3. Secure the joint with  
2 screws (23).

 (4 if it is a joint sleeve)

4. Ariterm recommends that  
Feedo receives pellets at an 
intake angle of 30 - 45˚.  
A 150 mm long bevel must  
be cut. This must be cut to  
half the thickness of the pipe. 

Transportation direction  

of the pellets
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As a rule it can be said that the pellets must be transported 
from a steep angle to a flattened angle.

Steep angle

Flattened angle

Incorrect installation 
Steep angle

Flattened angle

Correct installation
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7. When the pipes and the outlet section are installed the length of the coil spring 
must be determined. Insert the coil spring until it touches the “ceiling” of the 
outdoor section.

 Hold the coil spring securely when measuring.

8. Mark and cut the coil spring 30 mm shorter than the longest part on the pipe.  
This applies to coil spring lengths of up to 4 m. For 5 m the dimension is 50 
mm.

9. Unscrew the flange bearing’s (4) two locking screws and install the shaft (5), 
flange bearing (4) and the stop screw (3) according to the images to below.

10. Thread the stop screw (10) in the bearing (9) and allow it to protrude  
into the access hole on the shaft (7).
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11. Insert the coil spring through the outdoor section. Then press the shaft.  
The coil spring must be secured 20 mm from the flange bearing’s lower edge.  
Secure the coil spring with the throat screw (18) and nut (11).

12. Secure the motor (6) in the shaft using the stop screw (3).
 The screw’s facade end must be placed in the motor shaft’s wedge.

14. Connect the motor’s cable directly to the burner’s supply cable and fill up the 
transporter with pellets. This takes about 20 minutes, continue until at least  
10 kg of pellets have passed the outlet section, so that the transporter is  
filled properly.

15. Connect the transporter in the burner’s socket, connect the hose and adjust  
the burner.

13. Install the entire “motor pack” in the outlet section using two nuts (7).
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  Feedo HZ
When transporting pellets further than 5 metres, use several motors according to 
the Feedo HZ principle. A Feedo transporter at 45˚ angle supplies another trans-
porter (Feedo HZ) with pellets.
Horizontal transporters (max 15˚) then send the pellets on to the next transporter  
or to the boiler.

  Installing Feedo HZ
Install Feedo transporter as before. Connect it to the T-pipe (15) via a piece of  
pipe (1) and/or a short hose (20). 
Insert a 100 mm long pipe into the T-pipe (15) and install the end sleeve (10).  
Cut and install the pipe (1) up to the next motor.
Install the next T-pipe (15) with outlet (16). Cut the coil spring (13) and install shaft 
(5) as per the previous section but install adjuster (12) between shaft (5) and coil 
spring (13) and lock with the larger hook (14). 
Cut the coil spring (13) so that its end passes down by at least 100 mm.  
Screw the motors into place (same motor type for Feedo and Feedo HZ).
All motors must be connected in parallel with split switch (8). The motors must  
run at the same time and be controlled by the same controller (burner, boiler). 
 If necessary, extend the cables with a 2 m apparatus cable (1127).



If these instructions are not followed at installation, operation and maintenance, Ariterm 
Sweden AB’s applicable warranties are not binding. 

Ariterm reserves the right to make changes to components and specifications without 
prior notice.

Ariterm Sweden AB 
Flottiljvägen 15, SE-392 41 Kalmar 

www.ariterm.se 


