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BIOJET MULTI 200 - 1 500 KW




BIOJET MULTI

m Best features of bio burners in one burner
m Extended cleaning intervals

m High efficiency: over 95 %




NEW GENERATION BIO BURNER

BioJet Multi bio burner is a product of a long development process which is based on
Ariterm’s solid and extensive experience of various bio heating systems over decades.
BioJet Multi is designedfor demanding heating system environments and it can be used
as dual burner solution to double the power or even out burning power during heating

Best features of bio burners
BioJet Multi burner combines best features
of bio burners: water-cooled structure and

moving gratetechnology.
|

Extended cleaning intervals
Efficient and clean burn process together
withmoving grate technology enable
significant extension of the period
Retween cleanings.

High efficiency
Optimized burn process in every power
levels and efficient heat recovery system
ensures high efficiency of the burner. In
VTT (Technical Research Centre of Finland)
EN303-5 standard test BioJet Multi 300
reached over 95 % efficiencylevel while it
was installed in a 300 kW boiler.

cycles.

Designed for the burning of wood

pellets The burner is designed specifically for
the burning of wood pellets in pellet heating
centers. Burning process is clean even in high
temperatures (over 1100 °C). BiojetMulti enables
excellent control over the burn process, even at
Bw partial loads. This means that boiler power
can be increased and decreased fast according to
the heat requirements.

Automatic ignition
The burner is equipped with automatic ignition, which
also allows system to be started up remotely
by anexternal system.
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SPECIFICATIONS

MEASUREMENTS:

BURNER B (mm) C (mm) D (mm) E (mm) Weight

(kg)200 1151 762 510 190 350

300 1308 989 630 190 470

400 1498 1045 710 191 585

500 1503 1050 710 425 670

700 1706 1262 852 194 850

1000 (10 bar) 1882 1581 852 193 1300

1500 (10 bar) 1890 1653 1004 185 1700

1500 (20 bar) 2067 1622 1004 188 1900

OVERALL:

Power range (kW):
4 bar | 200,300, 400,500,700,1000
10 bar | 1000, 1500

20 bar | 1500
Efficiency 95 %
Fuel Wood pellet
recommendation
Properties e Water-cooled structure

e Moving grate technology

e Automatic ignition

e Back fire protection

¢ Overheating protection

e Pulse-controlled
extinguishingsystem

e Fire extinguishers
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UNIT RECOMMENDATIONS:

BURNER BOILER CONROL CENTRE*

200 BioComp 200 Arimatic 500
300 BioComp 300 Arimatic 500
400 Arimax Bio 400 Arimatic 500/1001
500 Arimax Bio 500 Arimatic
1001700| Arimax Bio 700 Arimatic
1001

1000 (10 bar)| Arimax Bio 1000| Arimatic 1001/3001

1500 (10 bar)| Arimax Bio 1500 Arimatic 1001/3001

1500 (20 bar) Arimax Bio 1500 Arimatic 1001/3001
*In dual burner solutions: Arimatic 2002 (200 - 3000 kW)




CONCTACTS

Bio-Nordic Ltd
Micklethwait House
70 Cross Green Lane
LEEDS
West Yorkshire
LS9 0DG

+44 7870 269345
Email: info@bio-nordic.co.uk
www.ariterm.co.uk

biognordic
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